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NATIONAL TENT HOUSE

CONTAINER LOADABILITY

Caged Packing

(9 Tents per Cage)

20FT: 90 Tents/10 Cages
40DC: 180 Tents/20 Cages
40FT HC: 180 Tents/20 Cages

FAMILY TENTS

FAMILY
FRAME TENT

Non-Palletized

20FT: 80 Tents
40DC: 160 Tents
40FT HC: 190 Tents

5-YEARS SHELF LIFE

DRY, CLEAN & VENTILATED WAREHOUSE

22X40
87kg @ X4.0m

Tent Packed Tent Packed Packed
Weight Volume Dimensions
(£3%) (£3%) (£3%)

FAMILY FRAME TENT

UNHCR STANDARD

Dimensions Outer Inner

Total Living Area 19.50 m?

Center Base Length 52m

Length 4.0m 3.8m

Width 415 m 3.8m

Central Height 24 m 2.3m

Wall Height 1.5m 1.45m
No of Vestubles 1

Ventilator 2

Front Doors

Total Size 15X1.6m

Door Flap 1.5X1.6m

Upper Part 1.6 X 1.08 m (made of PC)
Lower Part 1.0 X 0.52 m (made of PE)

Rear Doors

Total Size 1T0X21m

Door Flap 1.0X21m

Upper Part 1.0 X 1.58 m (made of PC)
Lower Part 1.5X0.52 m (made of PE)

MATERIAL DETAILS - FR

OUTER TENT
Composition Poly-Cotton blended fiber yarns -
Fire Retardant, UV, Rot and Water Resistant

Weight 350 gsm (+5%)
Color Natural White, not dyed
INNER TENT

Composition Polyester and cotton blended fibres yarns
Cotton: 40% (+10), polyester: 60% (+10) - UV, Rot
and Water Resistant

Weight 170 gsm (£10%)

Color Dyed Cream or Beige color

MUD FLAPS AND GROUND SHEETS
Composition Woven polyethylene fabric, coated on both
sides with low density polyethylene

Weight 190 gsm (30 grams)

FRAME AND ACCESSORIES

Poles Made of Steel Pegs 11
Connectors Made of Steel Pins 16

PACKING Each complete in a PE bag

240m

0.45m 1.50m
0.80m L

2.40m
1.50m

1.50 m

A
Yo...

415m

A
v

40m
. .

O OO ONO)
9@@@9 415 m
1.2m
SUITABLE FOR A FAMILY OF 5

FEATURES

- 2 Ventilation openings

+ Simple to install and assemble with minimal space
requirements

+ Symmetrical flaps makes it feasible to connect two tents
in order to achieve bigger inner space

Can stand the pressure
of 75 Km/h wind _ —-)

PR
LY

FIRE RETARDANT

WATERPROOF UV PROTECTION

www.nationaltenthouse.com




