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NATIONAL TENT HOUSE

FAMILY TENTS

GEODESIC TENT
(ICRC/IFRC STANDARD)

CONTAINER LOADABILITY

Palletized Non-Palletized
(4 Pieces per Pallet)
20FT: 112 Tents 20FT: 150 Tents
40DC: 240 Tents 40DC: 320 Tents
40FT HC: 240 Tents 40FT HC: 384 Tents

*Caged packaging can be done as per client’s request

5-YEARS SHELF LIFE

DRY, CLEAN & VENTILATED WAREHOUSE

Tent Packed Tent Packed Packed
Weight Volume Dimensions
(£3%) (£3%) (£3%)

GEODESIC TENT

ICRC/IFRC STANDARD

Dimensions

Length 558 m

Width 433 m

Centre height 240m

Total Living Area 18.4 m?

Door height 1.80m

Door width 09m

Windows: 6 (500 mm x 500 mm)

Ventilation: 2 Ventilations at the top of tent roof

MATERIAL DETAILS - FR

OUTER TENT (Roof, Walls, Mudflaps, Partition, Groundsheets)
Composition Woven high-density polyethylene (HDPE)

black fibres

Coating White low density polyethylene (LDPE) on
both sides

Weight 190 gsm (20 grams)

Fire Retardancy EN13823+Al

MOSQUITO NETS

Composition 100% polyester
Outer Mesh Size 7-9 holes per cm?
Inner Mesh Size  20-25 holes per cm?

TENT FRAMES & ACCESSORIES

Aluminium (6061-T6)

Main Pipes Quter diameter 19 mm (+0.5 mm), thickness
1.2 mm (£1%)

Pegs 10J-Type - 20 cm
6 T-Type - 40 cm

Hammer 1

ADDONS

(Optional)

INNER LINER

Composition 100% Polyester Fabric
Weight 110 gsm (+15%)

WINTERIZATION Constructed using a dual layer of 110 g/m?

KIT polycotton fabric, enhanced with 80 g/m?
polyester wadding insulation, and featuring
a 180 g/m? grey PE groundsheet. It also
includes an extra ground sheet
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SUITABLE FOR A FAMILY OF 5

FEATURES

- Easy setup (requires 3 individuals to setup)

+ Made of PE fabric making it lightweight and strong
+ Winterization Kit also available on client request

+ 2 Layers: Outer tent and shade cover

PACKING Each complete in a PE bag
EN13823+Al
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www.nationaltenthouse.com




